
And other Hand Powered Rail Vehicles 

Hajtany (HU)   Railbike (US,GB)   Dresinsykling (NO)   Handcar (US)  

 Drezina (RU)    Resiina  (FI)    Drezyny (PL)     Skinne cykel (DK)  

 Cykeldressin  (SE)    Draisines  (BE)    Bicilinha (BR)  Dresin (NO)  

 Biciclette Ferroviarie (IT)   Spoorvegfiets (BE)    Dressin  (SE,NO)  

 Dresina (SP)    Schienenvelo (CH)     Dreziny  (CZ)       Spoorfiets (NL)  

 Pump Car (US,GB)   Velorail (FR,GB)  Cyclo Draisine (FR) Jigger (NZ) 
 

DRAFT No27 For this free email newsletter, contact: jackiethomas002@hotmail.co.uk  Or download from: www.velocipedes.co.uk  

And the PROVISIONAL date for this  year The 14th National Velocipede Rally Saturday & Sunday 28 th & 29 th June 2014  

 

Wickham  
Pump Car Special  

General Arrangement of  

Shallow Frame Inspection Trolley  

Fitted with Longitudinal Seats  

Type No 2 

Drawing Number R.917/BB.  

1932 
Sent to us by James West,  who is a star . 

This is the first builders drawing from a 

British Builder I have ever seen . 

Keith Gunner has deduced the date as 1932 

from the Number in his records. 

This is going to make accurate builds from our 

òBuild Oneó (With instructions, laser cutting 

code, drawings, photos of the build and old 

machines) possible for the first time, it is a terrific 

find. Will keep you posted on its 

progress.

mailto:jackiethomas002@hotmail.co.uk
http://www.velocipedes.co.uk/


 

Machines with seats but 

without backs do still exist. 

 

 
 

 
 

But I would advise 

adding seat backs 

and arm rests  for 

passenger safety on 

new builds.  

 





 

     Seat Backs. 

The tie rods with threaded ends shown 

are probably 3/8ó black bar in the 

original (and would now be 10mm with 

M10 threads the UK, (you will have to 

make the Square Nuts). My local old 

fashioned ironmonger has sold me the nuts 

from roofing bolts which are square but 

only M8 and M6, I shall enquire further. 

 
òSketch shewing method of mounting Drive 

Axle Steady Bearingó 

 Steady Bearing 
 

A couple of modern pillowblock 

bearings either side would be far 

better (and they are out of sight)  

 



òBuild Oneó 
We will email the laser code on request, With instructions, 

drawings, photos of the build and old machines on the website   

Laser cut parts for a Wickham  
tagged in the waste , some in between the spokes  they will 

be effectively free with the gears  

We are still working on this and will keep you informed  
 

Truss rod Clips, 10 mm thick laser cut 

 for timber ends 1 Ĳ  x 2 Ĳ ò 38 x 63 mm 
 

Brake Pedal Top , 10 mm thick laser cut, 3 ½ ó 90 mm. 

   Red is weld  
 

Brake Toggles, 10 mm thick laser cut 

  8ó centre to centre 200 mm 
 

Toggle clips , 10 mm thick laser cut and hot formed we are 

designing a jig . 

     

Truss Rod Strain Plates, 10 mm thick laser cut Red is weld  

  òTab and Slotó 
_______________________________________________________________________________________________ 

 

I have extracted the Gears 

from the General Arrangement  
6 spoke and have the conventional òwingsó to grab the crank. 

 
 


